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Mount Vernon Campus 
Pelham Replacement Project 

EXECUTIVE SUMMARY 

Traffic Impact Study 
May 23,2007 

The following report is a Traffic Impact Study for the proposed Pelham Replacement 
Project located on the George Washington University's Mount Vernon Campus at 2100 
Foxhall Road in Northwest Washington, D.C. The Project is being planned to enhance 
the quality of life on campus for students by providing additional undergraduate student 
housing and improved residential/campus life support space. Specifically, the Project will 
include approximately 300 beds and approximately 50,000 SF of below grade building 
and residential/campus life support space, including a proposed dining facility. The 
Project will also include a central delivery facility with improved access for delivery 
vehicles. The central delivery facility will be accessed via a proposed secondary campus 
access on Whitehaven Parkway (located just west of the existing primary campus 
entrance). The Project is planned to be complete in fall2010. 

The following Traffic Impact Study includes an assessment of AM and PM peak hour 
traffic for Existing conditions and Future traffic conditions with the Proposed Pelham 
Replacement Project. 

Existing traffic conditions were determined by counting existing peak period traffic 
volumes and pedestrian activity. Future traffic conditions were determined by projecting 
traffic generated by the proposed Pelham Replacement Project, plus other planned 
projects in the area. Traffic associated with the proposed Pelham Replacement Project 
was estimated based on the existing (high) student usage of the Vern Express shuttle 
service, plus available student parking supply and utilization. 

The results of the Existing conditions analysis revealed that all the study area 
intersections currently operate at acceptable Levels of Service (with the exception of W 
Street/ MacArthur Boulevard during the AM peak hour). (NOTE: An additional analysis 
was performed at the W Street/ MacArthur Boulevard intersection for the AM peak hour 
using volumes that travel through the intersection less existing traffic that is associated 
with the Mount Vernon Campus. The analysis indicated that the intersection would 
operate at a LOS "F" even without MVC related traffic.) 

All of the study area intersections that operated within acceptable levels during 
background conditions will continue to operate at acceptable Levels of Service with the 
addition of the Pelham Replacement Project. The W Street/MacArthur Boulevard 
intersection will continue to operate at a LOS "F" during the AM peak hour, but notably 
with no increase in delay as compared to background conditions. The Pelham Hall 
project will have no adverse impact on the study area intersections. 

The Mount Vernon Campus has adequate parking supply to meet the projected peak hour 
parking demand. Therefore the Pelham Replacement Project will have no adverse impact 
on the study area due to traffic or parking. 
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The George Washington University 
Mount Vernon Campus 
Pelham Replacement Project 

INTRODUCTION 

Traffic Impact Study 
May23, 2007 

The following report is a Traffic Impact Study for the proposed Pelham Replacement 
Project located on the George Washington University's Mount Vernon Campus at 2100 
Foxhall Road in Northwest Washington, D.C. Figure 1 shows the project site location 
map. 

The proposed Pelham Replacement Project is planned to be located at the site of the 
existing Pelham Hall, a 78-bed undergraduate residence hall. The Pelham Replacement 
Project will enhance the quality of life on campus for students by providing additional 
undergraduate student housing and improved residential/campus life support space. 
Specifically, the Project will include approximately 300 beds and approximately 50,000 
SF of below grade building and residential/campus life support space, including a 
proposed dining facility. The Project will also include a central delivery facility with 
improved access for delivery vehicles. The central delivery facility will be accessed via a 
proposed secondary campus access on Whitehaven Parkway (located just west of the 
existing primary campus entrance). The Project is planned to be complete in fall 2010. 
Figure 2 shows the Pelham Replacement Project site plan. 

Scope of Study 

This study includes an assessment (Level of Service analysis) of Existing and Future 
traffic conditions for the AM and PM peak hours. The study area for this project was 
confirmed by the District Department of Transportation and includes the following 
intersections: 

• Foxhall Road/Whitehaven Parkway (signalized) 
• Foxhall Road!W Street (unsignalized) 
o Whitehaven Parkway/Existing Campus Entrance (unsignalized) 
• Whitehaven Parkway/MacArthur Boulevard (unsignalized) 
• W Street/MacArthur Boulevard (unsignalized) 
• Proposed Secondary Campus Access/Whitehaven Parkway (unsignalized) 

Note: The W Street/Campus Entrance was not included as part of the study area since its 
use is limited and controlled pursuant to the Mount Vernon Campus Plan Order (BZA 
No. 16505). 

This study also includes report sections on parking conditions, shuttle operations, 
pedestrian facilities and loading. 
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The George Washington University 
Mount Vernon Campus 
Pelham Replacement Project 

Figure 1 
Site Location Map 

BACKGROUND 

Traffic Impact Study 
May 23, 2007 

As of Fall 2006 the Mount Vernon Campus community included 923 students (496 
resident students and 427 non-resident students) and 130 faculty and staff (121 live off 
campus and nine live on campus). By 2010 the resident student population is expected to 
increase by approximately 209 students. The Project is not anticipated to result in any 
significant changes to existing non-resident student, faculty and staff populations. The 
student population will remain within the caps established in the approved Mount Vernon 
Campus Plan. The resident student population will decrease slightly (by 78 resident­
students) during the construction period as the existing Pelham Hall is being replaced in 
its entirety by the Pelham Replacement Project. 
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The George Washtngton University 
Mount Vernon Campus 
Pelham Replacement Project 

Figure 2 
Pelham Replacement Project Site Plan 

EXISTING CONDITIONS 

Roadway Network 

Traffic Impact Study 
May 23, 2007 
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The roadways included as part of the GW Mount Vernon Campus Pelham Replacement 
Project study are described below: 

• W Street is a two-lane east-west local road which extends from Foxhall Road to 
MacArthur Boulevard. 

• Whitehaven Parkway is a two-lane east-west local road that extends from Foxhall 
Road to MacArthur Boulevard. 
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The George Washington University 
Mount Vernon Campus 
Pelbam Replacement Project 

Traffic impact Study 
May 23, 2007 

• Foxhall Road is a three-lane north-south minor arterial which extends from 
Nebraska Avenue NW to MacArthur Boulevard NW. 

• MacArthur Boulevard is a four-lane north-south principal arterial that extends 
from Canal Road NW to north of Loughboro Road NW and terminates at Clara 
Barton Parkway in Maryland. 

The roadway network and lane configurations are shown schematically in Figure 3. 

Figure 3 
Existing Roadway Network and Lane Configurations 
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The George Washington University 
Mount Vernon Campus 
Pelham Replacement Project 

Traffic Volumes and Field Observations 

Traffic Impact Study 
May23, 2007 

Traffic data (turning movement counts) and field observations were conducted on 
Wednesday March 22, 2006 and Thursday March 23, 2006 from 7:00AM to 9:00AM 
and 4:00PM to 6:00PM. Counts were conducted at the five intersections outlined in the 
Scope of Study. Based on the data collected during these time periods, the peak hours 
were determined to be 7:30AM to 8:30AM and 5:00PM to 6:00PM. Field observations 
revealed that traffic operated under good conditions during both the AM and PM peak 
periods at all five study area intersections. Peak hour traffic data is shown in Figure 4. 

An additional traffic count was conducted on Thursday February 8, 2007 along the 
campus perimeter road to the southern end of Hand Chapel. Mostly Mount Vernon 
Campus facilities and security vehicles use the Perimeter Road. The count revealed three 
northbound and five southbound trips during the AM and PM peak periods. The 
Perimeter Road traffic count was used as the basis for projecting future traffic conditions 
on the proposed secondary campus access road. 

Additional field observations were conducted on Thursday March 22, 2007 from 7:30 
AM to 8:30 AM and 2:30 PM to 4:30PM to ascertain future interaction between the St. 
Patrick's Day School Carpool Initiative and the proposed Secondary Campus Access on 
Whitehaven Parkway. Our observations revealed that during both morning drop-off and 
evening pick-up vehicles queued in the westbound curb lane on Whitehaven Parkway to 
access the St Patrick's School driveway. Two DC police officers (hired by the St. 
Patrick's School), one at the driveway entry point and the other at the exit point, were on 
site directing both vehicular and pedestrian traffic. 
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The George Washington University 
Mount Vernon Campus 
Pelham Replacement Project 

Figure 4 
Existing Traffic Volumes 
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The George Washington University 
Mount Vernon Campus 
Pelham Replacement Project 

Traffic Impact Study 
May 23.2007 

Traffic counts at the existing campus entrance on Whitehaven Parkway were used to 
determine existing University trip generation. The University currently generates 37 AM 
peak hour trips and 86 PM peak hour trips. Existing trip generation fo r the University is 
summarized in Table 1 below. 

Table 1 
GW Existing Vehicle Trip Generation 
(Based on existing traffic volumes) 

AM Peak 
IN I OUT J TOTAL 
16 l 21 l 37 

Capacity Analysis 

PM Peak 
IN l OUT l TOTAL 
25 I 61 I 86 

Existing conditions Level of Service (LOS) capacity analyses were conducted for the five 
study area intersection using SYNCHRO 6 software. Capacity analyses results can range 
from LOS "A" (best) to LOS "F" (worst) based on the average delay experienced by 
motorists. LOS "D" and "E" are typically accepted by the District Department of 
Transportation (DDOT) as the delay threshold limits for intersections. 

The results of the LOS analyses are summarized in Table 2 below: 

Table 2 
Existing Conditions Level of Service 

AM Peak PM Peak 

r.n INTERSECTION LOS Delay (sec/veb) LOS Delay (sec/veh) 

I Foxhall Road/W Street* D 32.9 D 30.1 

2 W Street/MacArthur Boulevard* F 55.6 B 14.8 

3 Whitehaven Parkway/MacArthur Boulevard* c 17.0 E 39.0 

4 Foxhall Road/Whitehaven Parkway A 7.7 B 12.1 

5 Whitehaven Parkway/Campus Entrance* c 16.2 A 9.5 
* Unsignalized intersection - LOS reflects worst minor approach 

As Table 2 indicates, four out of the five intersections currently operate at acceptable 
Levels of Service during both the AM and PM peak hours. The W Street/MacArthur 
Boulevard intersection operated at an acceptable LOS during the PM peak hour and a 
LOS "F" during the AM peak hour. (NOTE: An addi tional analysis was performed at the 
W Street/ MacArthur Boulevard intersection for the AM peak hour using volumes that 
travel through the intersection less existing traffic that is associated with the Mount 
Vernon Campus. The analysis indicated that the intersection would operate at a LOS 
"F" even without MYC related traffic.) 
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The George Washington University 
Mount Vernon Campus 
Pelham Replacement Project 

Parking 

Traffic Impact Study 
May23, 2007 

The Mount Vernon Campus has 250 parking spaces located throughout the campus. The 
parking spaces are used by students, faculty/staff and visitors. 

The allocation of parking spaces on campus is summarized in Table 3 below. The 
allocation is approximate and subject to change. 

Table 3 
Existing Parking Allocation 

Population Allocation of Parking Capacity Percent of Total Parking Capacity 
Students 54 22% 
Faculty/Staff 130 52% 
Visitors 36 14% 
Lab Schoola 30 12% 

Total 250 100% 
Note: Although the student population has been allocated 54 spaces, only 18 students have 

parking permits for the current academic year. 

Students with semester parking are required to use the Whitehaven Parkway entrance to 
enter and exit the campus. The visitors' parking lot is operated by parking meters which 
are enforced on weekdays from 7:00am to 7:00pm (free of charge outside of these 
hours/days). Pursuant to the Mount Vernon Campus Plan Order, students, faculty/staff 
and visitors to the Mount Vernon Campus are not permitted to park on the streets 
adjacent to the campus. The Parking Garage is attended on weekdays from 7:00am to 
I O:OOpm at a cost of $1.50/hour with a maximum of $10.00 (free of charge outside of 
these hours/days). 

A parking occupancy survey was conducted on campus on Wednesday, May 3, 2006 at 
10:00 am. The results of the parking survey indicated that 100 parking spaces or 40% of 
the total parking supply was occupied. The survey indicates there is more than ample 
parking available on campus. 

a On September 1, 2006, the Lab School ofWashington entered into an agreement with the George 
Washington University which calls for the allocation of 30 spaces in the parking garage on the Mount 
Vernon Campus to be used by Lab School faculty and staff during weekdays for a monthly fee of $100 per 
space per month. In the event that the parking garage reaches capacity (which has not happened to date), 
MVC parking operations can accommodate an additional15 vehicles in attendant-assisted (tandem/stacked) 
spaces. The Lab School agreement expires on August 31, 2011 and can be terminated by GW prior to that 
date. 
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The George Washington University 
Mount Vernon Campus 
Pelham Replacement Project 

Shuttle Operations 

Traffic Impact Study 
May 23,2007 

The Vern Express is a free shuttle service that provides mobility between GW's Mount 
Vernon and Foggy Bottom campuses for students, faculty/staff, visitors and the MVC 
community. The Vern Express runs regularly (24 hours/7 days a week) during the 
academic year. On weekdays it departs the Mount Vernon Campus every 30 minutes 
from midnight to 6:00am, every 15 minutes from 6:00am to 7:00am, 5 to 10 minutes 
from 7:00am to 9:00pm and every 15 minutes from 9:00pm to midnight. On weekends it 
departs Mount Vernon Campus every 15 minutes from midnight to 2:00am, every 30 
minutes from 2:00am to 8:00am and every 15 minutes from 8:00am to midnight. 

The minimum number of seats on each bus is 21 and a maximum capacity of 35 for those 
equipped with handrails to allow for standing. The average travel time between 
campuses is typically seven to ten minutes, and 15 minutes during congested traffic 
periods. The shuttle's primary Foggy Bottom campus stops are at 21st & H St (Marvin 
Center) from 6:00am to lO:OOam on weekdays, and 23rd and H Streets at all other times. 
On the Mount V em on Campus, the Vern Express makes three stops, The Quad, across 
from Somers Hall (primary location), the Clock Tower and the Webb Building. 

During the 2005-2006 academic year ridership on the Vern Express was 581,189. Thus 
far, the 2006-2007 academic year has seen a 21% increase in ridership. The University 
will continue to manage the fleet to efficiently service demand without utilizing more 
buses than necessary at non-peak hours. 

Loading Activity 

The existing primary loading dock on campus is located on Campus Drive at the Ames 
Dining Hall. The current loading dock has inadequate space for maneuvering and does 
not have an elevator or a lift. Currently six to seven deliveries are made daily. 
Additional deliveries are received at individual locations on campus and not in a 
centralized facility. Table 4, below shows the number of deliveries, truck type and service 
type. 
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The George Washington University 
Mount Vernon Campus 
Pelham Replacement Project 

Table4 
Mount Vernon Campus Deliveries 

Truck Type Daily Deliveries 
Semi-unit 1 
Single-unit 2-3 
32ft Trailer 0-1 
Mail 3 
240yd Dumpster 0-1 
Total 6-8 

Pedestrian and Bicycle Access 

Weekly Deliveries 
5 
12 
3 
15 
1 

36 

Traffic Impact Study 
May23, 2007 

Type of Service 
Dining 
Office supplies 
Dinin_g supplies 
(UPS/F edEx/USPS) 
Garbag_e (Friday only) 

There are no bicycle lanes existing or proposed by the DDOT in the study area. The 2006 
District of Columbia Bicycle Plan rates traffic conditions for bicycling on Foxhall Road 
as poor and MacArthur Boulevard as fair. 

There are sidewalks on the west side of Foxhall Road, south of Whitehaven Parkway. 
Whitehaven Parkway has side walks on its southern side, one cross walk to the west of 
the Campus Entrance and another one at the WhitehavenParkway/MacArthur Boulevard 
intersection. MacArthur Boulevard has sidewalks and cross-walks on both sides within 
the study area. 
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The George Washington University 
Mount Vernon Campus 
Pelham Replacement Project 

FUTURE CONDITIONS 

Traffic Impact Study 
May 23,2007 

Future Conditions traffic analyses include traffic associated with the Pelham 
Replacement Project plus other currently approved projects in the area. 

Planned Background Projects 

The following planned project was considered for future traffic projections: 

• PhiJJips Estates - Located south of W Street, north of Whitehaven Parkway and 
adjacent to GWU Mount Vernon campus and east of Foxhall Road. Phillips 
Estates is planned to be developed with 34b single-family detached houses and 
twelve matter of right units, (which can be constructed without further analysis or 
approval). Vehicular access to the Phillips Estates is proposed at a new driveway 
on W Street and a new signal ized intersection on Foxhall Road. The project 
received BZA approval from the BZA in July 2005 and is scheduled to be 
completed by 2010. 

Table 5 
Trips Generated by Pbillips Estates 

> AM Peak PM Peak 

IN OUT TOTAL IN OUT TOTAL 

34 single-family detached houses 7 19 26 22 13 35 

In addition to traffic associated with the Philips Estates project, existing traffic volumes 
are also expected to increase in the future as a result of regional growth. A conservative 
growth rate of one percent (I %) per year was was applied to through traffic volumes on 
Foxhall Road and MacArthur Boulevard. Future background traffic volumes for 2010 
are shown in Figure 5 below. Future background traffic analysis results are summarized 
in Table 6. 

b Groove/Slade Associates Revised Traffic lmpact Analysis, Phillips Estates, January 13, 2005. 
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The George Washington University 
Mount Vernon Campus 
Pelham Replacement Project 

Figure 5 
Future Background Traffic Volumes 
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The George Washington University 
Mount Vernon Campus 
Pelham Replacement Project 

Table 6 
Future Background Conditions Level of Service 

·m 

I.D INTERSECTION LOS 

I Foxhall Road!W Street* E 

2 W Street/MacArthur Boulevard* F 

3 Whitehaven Parkway/MacArthur Boulevard* c 
4 Foxhall Road/Whitehaven Parkway A 

5 Whitehaven Parkway/Campus Entrance* c 
* Unsignalized intersection -LOS reflects worst minor approach 

AM Peak 

Delay (sec/veh) 

41.6 

63.0 

18.4 

8.1 

16.6 

Traffic Impact Study 
May 23,2007 

PM Peak 

LOS Delay (sec/veh) 

E 35.7 

c 15. 1 

E 45.6 

B 12.4 

A 9.5 

As Table 6 indicates, all of the study area intersections that currently operate within 
acceptable levels during existing conditions will continue to operate at acceptable Levels 
of Service with the addition of Philips Estates project and regional growth. The W 
Street/MacArthur Boulevard intersection will continue to operate at a LOS "F" during the 
AM peak hour with a minimal increase in delay as compared to existing conditions. 

Secondary Campus Access 

As part of the Pelham Hall Replacement Project, the University is proposing a secondary 
campus access road (identified in Figures 13 and 14 of the approved Mount Vernon 
Campus Plan) on Whitehaven Parkway which would be used by construction vehicles 
during construction and would provide controlled campus access (primarily service and 
delivery) thereafter. The access road is Located west of the current campus main entrance 
on Whitehaven Parkway and would connect to the existing campus perimeter road which 
is proposed to be limited to one way traffic southbound between Hand Chapel and 
Pelham Replacement Project (following Project completion and occupancy). Anticipated 
users of the one way section of the perimeter road would exit the campus via the 
proposed access road - including facilities vehicles, security personnel, occasional pick 
up and drop off of shuttle riders with disabilities, and move-in/move-out operations at 
specific times of the year. 

The proposed additional campus access on Whitehaven Parkway would also function as 
the entry and exit point for vehicles using the Pelham Replacement Project loading dock. 
During Project construction, it is GW's intention that all traffic exiting from the proposed 
access road would be restricted to making left turns onto Whitehaven Parkway to reduce 
the conflict with St. Patrick's School activities. 

The existing main entrance on Whitehaven Parkway would continue to function as the 
primary access to the campus in the future. 
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The George Washington University 
Mount Vernon Campus 
Pelham Replacement Project 

Pelham Replacement Project Future Trip Generation 

Traffic Impact Study 
May 23, 2007 

Based on existing traffic data the Mount Vernon Campus currently generates a very low 
amount of traffic during the peak hours. More than half of the student population resides 
on the campus and there is high utilization of the Vern Express shuttle bus. Adding 
approximately 209 residential students to the campus as part of the proposed project will 
not result in a notable increase in traffic. Students will continue to walk to class and use 
the free shuttle bus for convenient access to the Foggy Bottom Campus. There is not 
expected to be any traffic increase associated with the Project during the AM peak hour 
(7:30 AM to 8:30 AM). During the PM peak hour a 5% increase in traffic was used to 
account for the small number of residential students that would drive to extracurricular 
activities off-campus including part-time jobs, internships, etc. The 5% growth rate was 
calculated assuming that 22% c of existing traffic is student traffic ( vs. faculty/staff traffic) 
and that the student traffic would increase by 24% due to the 24% resident student 
population increase anticipated as a result of the Pelham Replacement Project. The 
growth rate was applied to existing trip generation (see Table 1). Table 7 below 
summanzes the AM and PM peak hour trips generated by the Pelham Replacement 
project. 

Table 7 
Trips Generated by Pelham Replacement Project 

.,., ·r.- "f AM Peak PM Peak 

IN OUT IN OUT 

Pelham Replacement Project 2 7 I 10 

As Table 7 indicates, the Pelham Hall Replacement Project would only generate 9 AM 
and 1 1 total PM peak hour trips. 

c 22% of the parking supply is allocated for student usage (see Table 3). Therefore it was assumed that 
students only generate 22% of the campus trips. 
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The George Washington University 
Mount Vernon Campus 
Pelham Replacement Project 

Future Traffic Projections 

Traffic Impact Study 
May 23,2007 

Traffic proj ected by the Project was distributed throughout the road network using the 
directional distribution shown in Figure 6 below. This directional distribution is based on 
existing traffic patterns in the area. 

Figure 6 
Directional Distribution Percentages 
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The George Washington University 
Mount Vernon Campus 
Pelham Replacement Project 

Site Traffic Volumes 

Traffic Impact Study 
May 23,2007 

The site generated traffic volumes in Table 7 were assigned to the roadway network 
according to the directional distribution shown in Figure 6. The resulting Pelham 
Replacement Project generated traffic volumes are shown in Figure 7. 

Figure 7 
Site Generated Traffic Volumes 
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The George Washington University 
Mount Vernon Campus 
Pelham Replacement Project 

Traffic Impact Study 
May 23,2007 

The site traffic assignments on Figure 7 were added to the future background traffic 
volumes shown on Figure 5 to obtain the total future traffic volumes shown on Figure 8. 

Figure 8 
Total Future Traffic Volumes 
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The George Washington University 
Mount Vernon Campus 
Pelham Replacement Project 

Capacity Analysis 

Traffic Impact Study 
May 23, 2007 

The traffic volumes shown in Figure 8 were analyzed using SYNCHRO 6 Software. The 
results of the analysis are summarized in Table 8. Analysis worksheets are included in 
the appendix. 

Table 8 
Total F uture Conditions Level of Service 

AM Peak PM Peak 

I .D INTERSECTION LOS Delay (sec/veb) LOS Delay (sec/veb) 

1 Foxhall Road/W Street* E 42.1 E 36.1 

2 W Street/MacArthur Boulevard* F 63.0 c 15.1 

3 Whitehaven Parkway/MacArthur Boulevard* c 18.4 E 45.6 

4 Foxhall Road/Whitehaven Parkway A 8.6 8 12.5 

5 Whitehaven Parkway/Campus Entrance* c 16.8 A 9.5 

6 Whitehaven Parkway/Secondary Access* c 15.7 A 9.1 
* Unsignalized intersection - LOS reflects worst minor approach 

As Table 8 indicates, all of the study area intersections that operated within acceptable 
levels during future background conditions will conti11ue to operate at acceptable Levels 
of Service with the addition of the Pelham Replacement Project. The W 
Street/MacArthur Boulevard intersection will continue to operate at a LOS "F" during the 
AM peak hour, but notably with no increase in delay as compared to background 
conditions. 

Table 9 below shows a compaTison of study area intersections during existing, future 
background and future traffic conditions with the Pelham Hall project. 
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The George Washington University 
Mount Vernon Campus 
Pelham Replacement Project 

Table 9 
Future Level of Ser vice with Pelham Replacement P roject 

Traffic Impact Study 
May 23, 2007 

EXISTING BACKGROUND FUTURE 
CONDITIONS CONDITIONS CONDITIONS 

INTERSEC:::TlON AM Peak PM Peak AM Peak PM Peak AM Peak 

Foxl1all Road/W Street* D(32.9) 0(30.1) E(41.6) E(35.7) E(42.1) 

W Street/MacArthur Boulevard* F(55.6) 8(14.8) F(63.0) C(l5.1) F(63 .0) 
Whitehaven Parkway/MacArthur 
Boulevard* C(l7.0) E(39.0) C(l8.4) E(45.6) C(l8.4) 

Foxllall Road/Whitehaven Parkway A(7.7) B(J 2.1) A(8.1) B(J2.4) A{8.6) 
Whitehaven Parkway/Campus 
Entrance* C(l6.2) A(9.5) C(16.6) A(9.5) C(l6.8) 
Whitehaven Parkway/Secondary 
Campus Access* N/A N/A N/A NIA C(l5.7) 

* Unsignalized intersection - LOS reflects worst minor approach 

Parking 

The Pelham Replacement Project would eliminate five existing parking spaces located on 
the perimeter road, north of the current Pelham building, closest to Berkley Terrace in 
response to the request of residents of Berkeley Terrace. 

Based on a May 2006 parking occupancy survey, 40% of the parking spaces (not 
including the Lab School) on campus are occupied during the peak hour. With the 
addition of the 30 reserved Lab School spaces the peak occupancy on campus is 42%.d 
Accordingly, there is more than adequate capacity to accommodate the additional 
approximately 209 residential students planned as part of the project. (Note: A small 
number of resident students bring cars to campus. In fact, of the 496 existing resident 
students, only 14 currently have parking permits). 

Loading 

The proposed delivery facil ity at the Pelham Replacement Project will allow for 
centra lized loading and deliveries with more efficient operations. The new dining facil ity 
is expected to generate one or two more deliveries per week. Delivery vehicles will 
utilize the new campus access on Whitehaven Parkway to enter and ex it the loading dock. 

d As set forth above, the Lab School agreement can be termjnated by GW in the event it is necessary to 
address increased parking demand. 

20 

symmetra destgr 

PM Peak 

E(36. 1) 

C(l5.1) 

E(45.6) 

B(J 2.5) 

A(9.5) 

A(9.1) 

ZONING COMMISSION
District of Columbia

Case No. 07-12

11AI

ZONING COMMISSION
District of Columbia

Case No. 07-12

11AI



The George Washington University 
Mount Vernon Campus 
Pelham Replacement Project 

CONCLUSIONS 

Traffic Impact Study 
May23, 2007 

The primary conclusions that were presented in this study are as follows: 

• Four out of the five intersections operate at acceptable Levels of Service under 
existing conditions during both the AM and PM peak hours. The W 
Street/MacArthur Boulevard intersection operates at an acceptable LOS during 
the PM peak hour and a LOS "F" during the AM peak hour. (NOTE: An 
additional analysis was perfonned at the W Street/ MacArthur Boulevard 
intersection for the AM peak hour using volumes that travel through the 
intersection less existing traffic that is associated with the Mount V emon Campus. 
The analysis indicated that the intersection would operate at a LOS "F" even 
without MVC related traffic.) 

• All of the study area intersections that operated within acceptable levels during 
existing conditions will continue to operate at acceptable Levels of Service with 
the addition of the Philips Estates and regional background growth. The W 
Street/MacArthur Boulevard intersection will continue to operate at a LOS "F" 
during the AM peak hour with a minimal increase in delay as compared to 
existing conditions. 

• All of the study area intersections that operated within acceptable levels during 
background conditions will continue to operate at acceptable Levels of Service 
with the addition of the Pelham Replacement Project. TheW Street/MacArthur 
Boulevard intersection will continue to operate at a LOS "F" during the AM peak 
hour, but notably with no increase in delay as compared to background 
conditions. The Pelham Hall project will have no adverse impact on the study 
area intersections. 

• The 250 parking spaces available on the Mount Vernon Campus will provide 
adequate parking to meet the projected peak hour parking demand after 
completion and occupancy of the Pelham Replacement Project. 
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