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BASEMENT FITNESS CENTER

135.98(135' - 11 3/4")
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3,800 SF

SINGLE 

HUNG

SINGLE 

HUNG

SINGLE 

HUNG

SINGLE 

HUNG

SINGLE 

HUNG

A-EX-3 W41 W41 W40 W41 W41 W40 W40 W41A-EX-3A-EX-3

A
FF

7
'-
6

"

LE2

LE2

7
'-
6

"

EXISTING LIGHTS TO BE 

REPLACED IN KIND

6
'-
0

"

LE2 LE2

FDC

LV-10A

LV-10A

11A 11A

PRESERVE ALL EXISTING DETAIL 

DURING WINDOW REPLACEMENT

NEW 

ELECTRICAL 

VAULT

NEW 

ELECTRICAL 

VAULT

EXISTING LOUVER TO 

REMAIN

SOLAR PANELS IN ON ROOF

PRESERVE ALL EXISTING DETAIL 

DURING WINDOW REPLACEMENT
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300 SF

METAL PICET FENCE - SEE 

LANDSCAPE DRAWINGS

NEW RETAINING WALLS - SEE 

LANDSCAPE AND CIVIL 

DRAWINGS

NEW RETAINING WALLS - SEE 

LANDSCAPE AND CIVIL DRAWINGS

NEW CONCRETE STAIR, 

LANDING AND RAILING 

6

10

6

11A8
8 8

2

ELEVATOR OVERRUN 

BEYOND

EXHAUST

ROOF HATCH BEYOND

9A

13 13

1313 6

13

1/8" = 1'-0"B8
PROPOSED - NORTH ELEVATION - HARVARD STREET

B8

1650 HARVARD ST NW
WASHINGTON DC 20009

EXISTING CHIMNEY
ELEVATOR OVERRUN 
EL. 235.40' (15')

EL. 235.40' (15')

1:1 SETBACK

1:1
 SE

TBA
CK

EL. 235.40' (15')

HARVARD STREET ELEVATIONS


