
D R I V E W A Y  S T U D Y

G R O U N D  L E V E L  P L A N

EYE STREET SW 

6T
H

 S
T

R
E

E
T

 S
W

 

(TWO WAY - 90’ ROW)

(T
W

O
 W

A
Y

 -
 8

0
’ 

R
O

W
)

AMIDON-BOWEN 
SOCCER FIELD

AMIDON-BOWEN 
PLAYGROUND

AMIDON-BOWEN 
ELEMENTARY SCHOOL

shalom baranes associates architects
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T H E  B A R D  R E D E V E L O P M E N T 

s b a  p r o j e c t #  1 4 1 0 5      c  2 0 1 8  S h a l o m  B a r a n e s  A s s o c i a t e s A p r i l  2 ,  2 0 1 9S o u t h w e s t  W a s h i n g t o n ,  D . C .

N
8’0’ 16’ 32’

RESIDENTIAL (MARKET)

RESIDENTIAL CIRCULATION / 
COMMON

STC ARTS, DESIGN, & CREATION   
 
STC NON-PROFIT OFFICE

STC HOUSING

STC CIRCULATION

PARKING

BUILDING SERVICES

KEY

RESIDENTIAL 
ENTRANCE

STC
ENTRANCE

4’-0” OVERHANG 
ABOVE SIDEWALK

APPROX. 25’-6”

32’-0 3/16”

ZONING COMMISSION
District of Columbia

CASE NO.17-21
EXHIBIT NO.58B2

ZONING COMMISSION
District of Columbia

CASE NO.17-21
EXHIBIT NO.58B2



L E F T  B L A N K  I N T E N T I O N A L L Y 



P E N T H O U S E  M A T E R I A L  U P D A T E

M A T E R I A L  S E L E C T I O N S shalom baranes associates architects

1

T H E  B A R D  R E D E V E L O P M E N T 

s b a  p r o j e c t #  1 4 1 0 5      c  2 0 1 9  S h a l o m  B a r a n e s  A s s o c i a t e s A p r i l  1 1 ,  2 0 1 9S o u t h w e s t  W a s h i n g t o n ,  D . C .

NOTES:  

1. Flexibility is requested to 
vary the final color selection 
of exterior materials within 
the ranges proposed, based 
on availability at the time 
of construction without 
reducing the quality of 
materials.

2. Flexibility is requested 
to make minor refinements 
to exterior details and 
dimensions, including 
belt courses, sills, bases, 
cornices, railings and trim, 
or any other changes to 
comply with the building 
codes or that are otherwise 
necessary to obtain a final 
building permit.

PAINTED ALUMINUM 
PANEL - GREY 1

PAINTED ALUMINUM 
PANEL - GREY 2

PAINTED ALUMINUM 
PANEL - GOLD

STONE BASE 
- MEDIUM GREY

CONCRETE BASE
- MEDIUM GREY

LAMINATED WOOD 
PANEL

BLEND OF IRONSPOT BRICK  -  Velour Texture in Colors:
 (A) Dark Ironspot, (B) Medium Ironspot, and (C) Maganese Ironspot1

SIMILAR: WALKER ART CENTER, MINNEAPOLIS, MN

(A) Dark Ironspot

(B) Medium Ironspot

C) Maganese Ironspot

ORIGINAL - 
GREY 23

4

2

6

7
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6TH STREET

P E N T H O U S E  M A T E R I A L  U P D A T E

B U I L D I N G  E L E V A T I O N S

N o r t h  E l e v a t i o n

MAIN T.O. PARAPET
48’-0”

T.O. PENTHOUSE
58’-0”

ANNEX T.O. PARAPET
48’-2”

T.O. SCREEN
55’-6”

48’-2”

T.O. SCREEN
55’-6”

MAIN T.O. PARAPET
48’-0”

T.O. PENTHOUSE
58’-0”

ANNEX T.O. PARAPET

6TH STREET

T.O. ELEVATOR 
OVERRUN

62’-0”

T.O. ELEVATOR 
OVERRUN
62’-0”

45  Setback

shalom baranes associatesarchitects
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T H E  B A R D  R E D E V E L O P M E N T 

s b a  p r o j e c t #  1 4 1 0 5      c  2 0 1 9  S h a l o m  B a r a n e s  A s s o c i a t e s A p r i l  1 1 ,  2 0 1 9 S o u t h w e s t  W a s h i n g t o n ,  D . C .

8’0’ 16’ 32’
N

S o u t h  E l e v a t i o n NOTES:  

1. Building heights are taken from the measuring 
point on 6th Street at the elevation of +23.00’ 
above sea level. For purposes of the project  
building height it will act as relative zero. Refer 
to sheet 3.3 for measuring point location. 

2. Flexibility is requested to vary the final color 
selection of exterior materials within the ranges 
proposed, based on availability at the time of 
construction without reducing the quality of 
materials.

3. Flexibility is requested to make minor 
refinements to exterior details and dimensions, 
including belt courses, sills, bases, cornices, 
railings and trim, or any other changes to 
comply with the building codes or that are 
otherwise necessary to obtain a final building 
permit.

4. For material images refer to page 3.16

FACADE TYPE A
(REFER TO SHEET 3.17)

FACADE TYPE D (REFER TO 
SHEET 3.20)

FACADE TYPE E
(REFER TO SHEET 3.21)



EAST ELEVATION
1/32" = 1'-0"

P E N T H O U S E  M A T E R I A L  U P D A T E

B U I L D I N G  E L E V A T I O N S

M a i n  B u i l d i n g  E a s t  E l e v a t i o n

MAIN T.O. PARAPET
48’-0”

T.O. PENTHOUSE
58’-0”

MAIN T.O. PARAPET
48’-0”

T.O. PENTHOUSE
58’-0”

EYE STREET

EYE STREET

T.O. ELEVATOR 
OVERRUN

62’-0”

T.O. ELEVATOR 
OVERRUN
62’-0”

shalom baranes associates architects
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T H E  B A R D  R E D E V E L O P M E N T 

s b a  p r o j e c t #  1 4 1 0 5      c  2 0 1 9  S h a l o m  B a r a n e s  A s s o c i a t e s A p r i l  1 1 ,  2 0 1 9S o u t h w e s t  W a s h i n g t o n ,  D . C .

8’0’ 16’ 32’
N

M a i n  B u i l d i n g  W e s t  E l e v a t i o n
FACADE TYPE B
(REFER TO SHEET 3.18)

NOTES:  

1. Building heights are taken from the measuring 
point on 6th Street at the elevation of +23.00’ 
above sea level. For purposes of the project  
building height it will act as relative zero. Refer 
to sheet 3.3 for measuring point location. 

2. Flexibility is requested to vary the final color 
selection of exterior materials within the ranges 
proposed, based on availability at the time of 
construction without reducing the quality of 
materials.

3. Flexibility is requested to make minor 
refinements to exterior details and dimensions, 
including belt courses, sills, bases, cornices, 
railings and trim, or any other changes to 
comply with the building codes or that are 
otherwise necessary to obtain a final building 
permit.

4. For material images refer to page 3.16



COURTYARD 
ELEVATION - NORTH

1/32" = 1'-0"

ANNEX WEST 
ELEVATION

1/32" = 1'-0"

P E N T H O U S E  M A T E R I A L  U P D A T E

B U I L D I N G  E L E V A T I O N S

N o r t h  C o u r t y a r d  E l e v a t i o n

A n n e x  W e s t  E l e v a t i o n A n n e x  E a s t  E l e v a t i o n

L3 T.O. PARAPET
37’-0”

T.O. EMBELLISHMENT
51’-0” MAIN T.O. PARAPET

48’-0”

T.O. PENTHOUSE
58’-0”

ANNEX T.O. PARAPET
48’-2”

T.O. SCREEN
55’-6”

48’-2”

T.O. SCREEN
55’-6”

ANNEX T.O. PARAPET

T.O. ELEVATOR 
OVERRUN

62’-0”

MAIN T.O. PARAPET
48’-0”

T.O. PENTHOUSE
58’-0”

T.O. ELEVATOR 
OVERRUN
62’-0”

shalom baranes associatesarchitects
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T H E  B A R D  R E D E V E L O P M E N T 

s b a  p r o j e c t #  1 4 1 0 5      c  2 0 1 9  S h a l o m  B a r a n e s  A s s o c i a t e s A p r i l  1 1 ,  2 0 1 9 S o u t h w e s t  W a s h i n g t o n ,  D . C .

8’0’ 16’ 32’
N

S o u t h  C o u r t y a r d  E l e v a t i o n
FACADE TYPE C
(REFER TO SHEET 3.19)

NOTES:  

1. Building heights are taken from the measuring 
point on 6th Street at the elevation of +23.00’ 
above sea level. For purposes of the project  
building height it will act as relative zero. Refer 
to sheet 3.3 for measuring point location. 

2. Flexibility is requested to vary the final color 
selection of exterior materials within the ranges 
proposed, based on availability at the time of 
construction without reducing the quality of 
materials.

3. Flexibility is requested to make minor 
refinements to exterior details and dimensions, 
including belt courses, sills, bases, cornices, 
railings and trim, or any other changes to 
comply with the building codes or that are 
otherwise necessary to obtain a final building 
permit.

4. For material images refer to page 3.16



SOUTH ELEVATION
1/32" = 1'-0"

P E N T H O U S E  M A T E R I A L  U P D A T E

F A C A D E  T Y P E  A shalom baranes associates architects

5

T H E  B A R D  R E D E V E L O P M E N T 

s b a  p r o j e c t #  1 4 1 0 5      c  2 0 1 9  S h a l o m  B a r a n e s  A s s o c i a t e s A p r i l  1 1 ,  2 0 1 9S o u t h w e s t  W a s h i n g t o n ,  D . C .

2’0’ 4’ 8’

NOTES:  

1. Flexibility is requested to vary the final color 
selection of exterior materials within the ranges 
proposed, based on availability at the time of 
construction without reducing the quality of 
materials.

2. Flexibility is requested to make minor 
refinements to exterior details and dimensions, 
including belt courses, sills, bases, cornices, 
railings and trim, or any other changes to 
comply with the building codes or that are 
otherwise necessary to obtain a final building 
permit.

3. For material images refer to page 3.16
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CLEAR LOW-E GLASS

GLASS AND ALUMINUM RAILING

3

2

OPERABLE AWNING

PAINTED ALUMINUM PANEL
AND MULLIONS - GREY 2

PAINTED ALUMINUM MULLIONS 
- GREY 1

STONE BASE - MEDIUM GREY

PAINTED ALUMINUM FINS 
- GREY 2

BLENDED IRONSPOT BRICK 

PAINTED ALUMINUM PANEL
AND FRAMING - GREY 1

SCULPTURAL QUILL IN BRICK 
BLEND

PHOTOVOLTAIC PANELS WITH 
GUARDRAIL

2 PAINTED ALUMINUM SUN 
SHADE AND FRAME - GREY 1

1

2 PAINTED ALUMINUM SUN 
SHADE - GREY 1

4 PAINTED ALUMINUM 
CANOPY - GOLD

2 PAINTED ALUMINUM FINS 
- GREY 1



SOUTH ELEVATION
1/32" = 1'-0"

P E N T H O U S E  M A T E R I A L  U P D A T E

F A C A D E  T Y P E  Dshalom baranes associatesarchitects
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T H E  B A R D  R E D E V E L O P M E N T 

s b a  p r o j e c t #  1 4 1 0 5      c  2 0 1 9  S h a l o m  B a r a n e s  A s s o c i a t e s A p r i l  1 1 ,  2 0 1 9 S o u t h w e s t  W a s h i n g t o n ,  D . C .

2’0’ 4’ 8’

NOTES:  

1. Flexibility is requested to vary the final color 
selection of exterior materials within the ranges 
proposed, based on availability at the time of 
construction without reducing the quality of 
materials.

2. Flexibility is requested to make minor 
refinements to exterior details and dimensions, 
including belt courses, sills, bases, cornices, 
railings and trim, or any other changes to 
comply with the building codes or that are 
otherwise necessary to obtain a final building 
permit.

3. For material images refer to page 3.16

3

1

CLEAR LOW-E GLASS

PAINTED ALUMINUM PANEL
AND MULLIONS - GREY 2

BLENDED IRONSPOT BRICK 

LAMINATED WOOD PANEL5

7 CONCRETE BASE - MEDIUM 
GREY

2 PAINTED ALUMINUM PANELS 
AND MULLIONS- GREY 1



NORTH ELEVATION
1/32" = 1'-0"

P E N T H O U S E  M A T E R I A L  U P D A T E

F A C A D E  T Y P E  E shalom baranes associates architects
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T H E  B A R D  R E D E V E L O P M E N T 

s b a  p r o j e c t #  1 4 1 0 5      c  2 0 1 9  S h a l o m  B a r a n e s  A s s o c i a t e s A p r i l  1 1 ,  2 0 1 9S o u t h w e s t  W a s h i n g t o n ,  D . C .

2’0’ 4’ 8’

NOTES:  

1. Flexibility is requested to vary the final color 
selection of exterior materials within the ranges 
proposed, based on availability at the time of 
construction without reducing the quality of 
materials.

2. Flexibility is requested to make minor 
refinements to exterior details and dimensions, 
including belt courses, sills, bases, cornices, 
railings and trim, or any other changes to 
comply with the building codes or that are 
otherwise necessary to obtain a final building 
permit.

3. For material images refer to page 3.16

3

1
CLEAR LOW-E GLASS

OPERABLE AWNING

PAINTED ALUMINUM PANEL
AND MULLIONS - GREY 2

BLENDED IRONSPOT BRICK 

LAMINATED WOOD PANEL

2 PAINTED ALUMINUM FRAME
- GREY 1

2 PROJECTING FRAME PAINTED 
ALUMINUM - GREY 1

5

2 PAINTED ALUMINUM FRAME 
AND MULLIONS- GREY 1

OPERABLE AWNING



P E N T H O U S E  M A T E R I A L  U P D A T E

A E R I A L  V I E W  F R O M  N W shalom baranes associatesarchitects
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T H E  B A R D  R E D E V E L O P M E N T 

s b a  p r o j e c t #  1 4 1 0 5      c  2 0 1 9  S h a l o m  B a r a n e s  A s s o c i a t e s A p r i l  1 1 ,  2 0 1 9 S o u t h w e s t  W a s h i n g t o n ,  D . C .



P E N T H O U S E  M A T E R I A L  U P D A T E

6 T H  A N D  E Y E  S T R E E T  S W  V I E W  F R O M  S W shalom baranes associates architects
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T H E  B A R D  R E D E V E L O P M E N T 

s b a  p r o j e c t #  1 4 1 0 5      c  2 0 1 9  S h a l o m  B a r a n e s  A s s o c i a t e s A p r i l  1 1 ,  2 0 1 9S o u t h w e s t  W a s h i n g t o n ,  D . C .



P E N T H O U S E  M A T E R I A L  U P D A T E

6 T H  A N D  E Y E  S T R E E T  S W  V I E W  F R O M  S W  D E T A I Lshalom baranes associatesarchitects

1 0

T H E  B A R D  R E D E V E L O P M E N T 

s b a  p r o j e c t #  1 4 1 0 5      c  2 0 1 9  S h a l o m  B a r a n e s  A s s o c i a t e s A p r i l  1 1 ,  2 0 1 9 S o u t h w e s t  W a s h i n g t o n ,  D . C .



6 T H  A N D  H  S T R E E T  S W  V I E W  F R O M  N O R T H

P E N T H O U S E  M A T E R I A L  U P D A T E

shalom baranes associates architects

1 1

T H E  B A R D  R E D E V E L O P M E N T 

s b a  p r o j e c t #  1 4 1 0 5      c  2 0 1 9  S h a l o m  B a r a n e s  A s s o c i a t e s A p r i l  1 1 ,  2 0 1 9S o u t h w e s t  W a s h i n g t o n ,  D . C .



P E N T H O U S E  M A T E R I A L  U P D A T E

6 T H  S T R E E T  S W  V I E W  F R O M  N O R T Hshalom baranes associatesarchitects

1 2

T H E  B A R D  R E D E V E L O P M E N T 

s b a  p r o j e c t #  1 4 1 0 5      c  2 0 1 9  S h a l o m  B a r a n e s  A s s o c i a t e s A p r i l  1 1 ,  2 0 1 9 S o u t h w e s t  W a s h i n g t o n ,  D . C .



P E N T H O U S E  M A T E R I A L  U P D A T E

E Y E  S T R E E T  S W  V I E W  F R O M  S E shalom baranes associates architects

1 3

T H E  B A R D  R E D E V E L O P M E N T 

s b a  p r o j e c t #  1 4 1 0 5      c  2 0 1 9  S h a l o m  B a r a n e s  A s s o c i a t e s A p r i l  1 1 ,  2 0 1 9S o u t h w e s t  W a s h i n g t o n ,  D . C .



L E F T  B L A N K  I N T E N T I O N A L L Y 


