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Tree Removed

Sculpture Height Revised

Proposed
Signage on
Knee Wall

 2 /w /w
2

2  2 /w /w

*

* * *

* Final location of trees within planting area subject to exiting in-ground utility locations.

No change to number
or location of bollards;
shape and material to
be modified
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EMBASSY 

PEDESTRIAN 
SEQUENCE 01
- WITH STREET TREES

VIEW LOOKING NORTH 
ALONG 16TH STREET 
N.W.

NO EQUIVALENT IN APPROVED PLANS



AUSTRALIAN 
EMBASSY 

PEDESTRIAN 
SEQUENCE 02
- WITHOUT TREES

VIEW LOOKING NORTH 
ALONG 16TH STREET 
N.W.

NO EQUIVALENT IN APPROVED PLANS



AUSTRALIAN 
EMBASSY 

PEDESTRIAN 
SEQUENCE 02
- WITH 2ND ROW OF 
TREES

VIEW LOOKING NORTH 
ALONG 16TH STREET 
N.W.

NO EQUIVALENT IN APPROVED PLANS



AUSTRALIAN 
EMBASSY 

PEDESTRIAN 
SEQUENCE 02
- WITH STREET TREES

VIEW LOOKING NORTH 
ALONG 16TH STREET 
N.W.

NO EQUIVALENT IN APPROVED PLANS



AUSTRALIAN 
EMBASSY 

PEDESTRIAN 
SEQUENCE 03
- WITHOUT TREES

VIEW LOOKING SOUTH 
ALONG 16TH STREET 
N.W.

NO EQUIVALENT IN APPROVED PLANS



AUSTRALIAN 
EMBASSY 

PEDESTRIAN 
SEQUENCE 03
- WITH 2ND ROW OF 
TREES

VIEW LOOKING SOUTH 
ALONG 16TH STREET 
N.W.

NO EQUIVALENT IN APPROVED PLANS



AUSTRALIAN 
EMBASSY 

PEDESTRIAN 
SEQUENCE 03
- WITH STREET TREES

VIEW LOOKING SOUTH 
ALONG 16TH STREET 
N.W.

NO EQUIVALENT IN APPROVED PLANS



AUSTRALIAN 
EMBASSY 

PEDESTRIAN 
SEQUENCE 04
- WITHOUT TREES

VIEW LOOKING SOUTH 
TOWARDS SCOTTS 
CIRCLE

NO EQUIVALENT IN APPROVED PLANS



AUSTRALIAN 
EMBASSY 

PEDESTRIAN 
SEQUENCE 04
- WITH 2ND ROW OF 
TREES

VIEW LOOKING SOUTH 
TOWARDS  SCOTTS 
CIRCLE

NO EQUIVALENT IN APPROVED PLANS



AUSTRALIAN 
EMBASSY 

PEDESTRIAN 
SEQUENCE 04
- WITH STREET TREES

VIEW LOOKING SOUTH 
TOWARDS  SCOTTS 
CIRCLE

NO EQUIVALENT IN APPROVED PLANS


